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BY EFFLUENTS FROM 'IHE VJESTERN GAS COViPANY OT ERJMmTON, WASHINGTON 

by Nathan F a s t e n 

On Wednesday, J u l y 18 , 1945, S a n i t a r y Engineer , Ha r r i son W. 

Tframer, s p e c i a l c o n s u l t i n g eng inee r fo r the P o l l u t i o n Control Commis­

s ion and Chief B i o l o g i s t Nathan F a s t e n pa id a v i s i t to the Western Gas 

Company p l a n t along P o r t Washington Nari-owa, Bremerton, Washington f o r 

t he purjiose of i n s p e c t i n g i n s t a l l a t i o n s fo r t h e prevent ion of p o l l u t i o n . 

In the pa s t t h e e f f l u e n t s from t h i s p l a n t , c h i e f l y in t h e form 

of c i r c u l a t i n g l i q u o r c o n s i s t i n g mainly of a mix ture of wa te r , t a r , o i l 

and pheno l s entered waters of P o r t VTashington Narrows d i r e c t l y , and 

caused a g rave p o l l u t i o n problei'a. To c o r r e c t t h i s , the Western Gas 

Company fo l lowing a p l a n o u t l i n e d by P r o f e s s o r 3 . R. Tymstra, Engineer 

of t h e U n i v e r s i t y of Washington, e r e c t e d a s u i t a b l e Eum.p and a f i l t e r 

through which the e f f l u e n t s from t h e p l a n t a r e conveyed before any of 
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them have a chance of entering the waters of the Narrows. Mr. ICramer 

and Chief Biologist Fasten carefully examined the siimp, the filter, 

and the effluents brought into the filter as well as those which left 

througli the outlets at the bottom of the sump. 

Tlie filter itself consists of a bottom layer of fine sand 

and a top covering of wood sha-vings. A large conveyor pipe brings the 

circulating fluid to the sump. It is then distributed to various 

parts of the sump by means of smaller connecting pipes and branches 

that are perforated wf-th some holes. The effluents come out of these 

minute pores and flovi over the wood shavings to form the topmost layer 

of the filter. The shavings collect a large amount of the oil, tar, 

and phenol wastes. The sand then collects the remaining residues. 

The water trickles doim and when it finally escapes from the bottom 

outlets it is a perfectly clear liquid, and this eventually enters 

the Narrows. The top layer of shavings from the surap, after becoming 

saturated with the tar and oil wastes is removed and burned in a pit 

on the land. A new layer of shavings is then brought in to replace it, 

in order to remove more effectively the stickjr wastes. 

In response to questions the officials of the Western Gas 

Company gave assurance -that another smnp and filter would be erected 

so that if the one in use becomes clogged up with tar and oil, the ef­

fluents from the plant will then be conveyed into the second su:np, 

thereby making it possible to clean the first one. Both Mr. F.ramer 

and Dr. Fasten fe.lt that the past pollution from the Western Gas Com­

pany had been adequately solved. 
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